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Abstract rate aiming of many (105 to 106)droplet streams. Sim-
plicity of the LSR should also result in lower mass for

Thin liquid sheet flows are excellent candidates for the LSR compared to the LDR and liquid belt radiators.
use in space radiator systems. Surface tension forces at A major Problem for all external flow radiators is
the edgesof a thin liquid (-200 lam) sheetflow result in a the requirement that the working fluid be of very low
triangularly shapedsheet. Sucha geometry is ideal for an (-108 tort) vapor pressure in order to keep evaporative
external flow radiator. Since the fluid must have very losses low. As a result, working fluids are limited to cer-
low vapor pressure, Dow Coming 705 silicone oil was tain oils (such as used in diffusion pumps) for low tern-
used and the emittance of a flowing sheet of oil was peratures (300 to 400 K) and liquid metals for higher
determined by two methods. The emittance was derived temperatures.
as a function of the temperature drop between the top of Previous research on the LSR has been directed at
the sheet and the coalescence point of the sheet, the sink understanding the fluid mechanics of thin sheet flows3'5
temperature, the volumetric flow and the length of the and assessing the stability of such flows, especially with
sheet. The emittance for the oil was alsocalculated using regard to the formation of holes in the sheet.6The latest
an extinctioncoefficient determined from spectral trans- topic investigatedwas the emittance of thin sheet flows.
mittance data of the oil. The oil's emittance ranges were The emittance was calculated from spectral transmit-
high, ranging from 0.67 to 0.87 depending on the sheet tance data for the Dow Coming 705 silicone oil. The
thickness and sheet temperature. The emittance derived emittance was also derived as a function of measurable
from the temperature drop was slightly less than the quantities, namely, the temperaturedrop between the top
emittance calculated from transmittance data. of the sheet and the temperature at the coalescencepoint

of the sheet, the sink temperature, the volumetric flow
Introduction rate and the length of the sheet. Since the temperature

drop was on the order of a few tenths of a degree, very
The liquid sheet radiator (LSR) is an external flow accurate measurementwas needed. In addition, because

radiator similar in several ways to other external flow the temperature drop was so small,temperature fluctua-
radiators such as the liquid droplet (LDR)1 and liquid tions within theoil were apotential problem andthis was
belt radiators.2All of these radiator concepts potentially investigated.
have lowermassthan solid wall radiatorssuch aspumped
loop and heat pipe radiators. They are also nearly im- Analysis
mune to micrometeoroidpenetration. However, the LSR
has the added advantage of simplicity. Surface tension Theoretical Sheet Emittance from Transmittance Data
causes a thin (100 to 300 p.m)liquid sheet to coalesce to The following expression is given for the spectral

' apoint (Fig. 1).As a result, the sheet flow has a triangu- emittance, E_.of an infinite sheet,3
lar shape. Such a triangular sheet is desirable since it
allows collection of the flow at a single point. To obtain
a similar triangular area for the LDR requires very accu- E_.=1- "c;_=1- 2E3(_7.x) (1)



where x_.is the spectral transmittance, _. is the extinc- surface and it is assumed to behave as a black body
tion coefficient, 't is the thickness of the sheet and E3(x) (_,o= 1).
is the exponentialintegral. Beforeproceeding,a number of simplifyingassump-

tions can be made. The Froude number (the ratio of the

_ kinetic energy to gravitational potential energy) for thisEa(x ) = u e(-X/U)du (2) experiment is high enough that gravitational effects on
the sheet geometry can be neglected. In that case, the

The total hemisphericalemittance is definedas follows, 4 sheet shape is exactly triangular.5 If heat transfer due to
conduction or convection is neglected (this is reasonable

_oE provided a sufficient vacuum is maintained), then in the_e;_b(X,T) dX steady state, the radiated power must balance the en-

= (isbT4 (3) thaipy change,

where e_.bis the black body hemisphericalspectral emis- Prad = pQCp(T1 - T2) (6)
sive power,4 T is the temperature, X is the wavelength,
and _sbis the Stefan-Boltzmannconstant (5.67x10-8 W/ Here p is the density of the fluid, Cp is the specific heat,
m2 K4). and Qis the volumetricflow rate. If it is assumed that the

The black body hemispherical emissive power is emittance is a constant for the sheet and that T varies
expressed as, only in the z-direction then Eqs. (5) and (6) yield the

following:

eXb = 5(e2c2_C1_1) (4) AT= TI_T2 _ 2_sbE w fL(T 4
pQCp Jo' - T_4-\l- Lj dz)I z/

(7)

Here C1 = hco2= 0.59544x108W lxm4/m2and C2 = hco/
k = 14388_tmK; where h is Planck's constant, Cois the Integration of Eq. (7) requires knowing T(z), which
speedof light and k is the Boltzmann constant, is found by solving the energy equation. Assuming that

From the measured spectral transmission, x_., the temperature gradients exist only in the flow direction
extinction coefficient, et_.,is calculated using Eq. (1). yields the followingfor the steady state energy equation:
The hemisperical emittance, e_.,is then calculated for

any thickness, x, and any temperature, T, using Eqs. (1) pQCp dT _ "2Gsb£{T4t -- x]'r4_ (8)to (3).

ExperimentalSheetEmittance By definingthefollowing dimensionlessparameters:
The flow of the liquid sheet radiator is depicted

graphically in Fig. 1. The working fluid flows with ve- asbEWLT3
locity, Wo,from a slit of prescribed width, W, and thick- h = (9)
ness, 't, at one end of the device (z = 0) to form a pQCp
triangular sheet of liquid.

The planform area of the sheet acts as a radiating and
surface. When surrounded by a sink temperature, T_, z

= -- (10)
lower than the initial fluid temperature, the fluid tem- L
perature decreases as a function of the vertical position,
z, until reaching the coalescence point. The power radi- Eqs. (7) and (8) can now be rewritten as follows,
ated from the sheet is given by the following,

rr / 14;Prad= 2Osb_AI_(T4- T4) dA (5) _IT = 2f 1 !14- [l--g] d_ (11)JoLt,Tij
where T is the temperature of the sheet, A is the sheet

area and E is the total hemispherical emittance. The dT --2h T13d_ (12)
factor of two arises because both sides of the sheet radi- ,i,4 _ T4ate. The background in the experiment is a black painted



For 0 _<T**_<T1, the solution to Eq. (12) subject to the compares the exact solution (obtained by a numerical
initial condition T = T1 at z = 0 is given by: solution of Eqs. (11) and (13) using Newton's method)

with the constant temperature approximation, Eq. (14),

° 1_/ at a worst case value of h= 0.004, corresponding ap-

3 Tgrl 1 1
4h - = tan-1 proximatelytoT1= 400 K, W = 23.5 cm and't = 100 [tm.

z tan-1 T_/T1 T_fF1 2 This represents the highestvalue of h that is encountered
0 in the experiments. As Fig. 2 shows there is excellent

[ (Tfrl - T_frl)(1 + T_frl) ] (13) agreement between the exact and approximate solutions.x ln/-:---- The percent deviation between the exact and
//T/TI_] approximate solutions has an upper bound given by

Eq. 03-14):

Equation (13), which gives T/T1as a function X is
used to carry out the integration in Eq. (11). (AT)approx- (AT)exact

<8h 03-18)
The solution for the temperature drop, AT, can be (AT)approx 3

solved in the limit of low background temperature

(T_ ---)0). The methodoutlinedin AppendixB was used Forthe conditionh = 0.004 consideredin Fig. 2, the
to solve Eq. (11) for AT in the limit of low background deviationis approximatelyI percent.Thus,theconstant-
temperature (Too--->0). This result is given by Eq. 03-4): temperatureapproximation is sufficiently accurate when

calculating the temperaturedrop.

lim AT _ 4h + 1- (6h + 1)2/3 03- 4) If a measurement for AT is available then the emit-
T-_0 hT1 4h2 tance can be solved for by a straight-forwardintegration

of Eq. (8) for constant T = TI:

The range of h appropriate for test conditions is

I / 40.0004 < h < 0.004. For these very small values of h, A----T-T- 1 T pCpQAT

Eq. (B-4) is found tobe, hT1 - -[,'_"1 ) :=_£= OsBW]--(T4-T_4) (14)

lim A____T= 4h + 1- (6h + 1)2/3 --1 (B- 5) The emittance is calculated directly from eq. (14)
T _0 hT1 4h2 provided measurements are available for the three tem-

peratures T1, T2, and Too;the flow rate, Q; and the sheet

length, L. The specific heat, Cp, and the density, p, are
Thus, AT -- hT1 which is the same solution obtained known as functions of temperature.
from Eq. (11) ifT -- T1 and Too---->0. Therefore, in the

case Too_ 0, it is a good approximation to assume T -- Results
T1in the integration of Eq. (11). The relative error in this
constant temperature approximation was found numeri- Theoretical SheetEmittance from TransmittanceData
cally in Appendix B to be proportional to h, Transmittance data was taken for a sample of the

Dow Coming 705 silicone oil used in the emittance

lim (AT)appr°x - (AT)exact measurement. The measuring device was an FTIR spec-
T -->0 (AT)approx trophotometer.The spectrophotometermeasuresthe over-

all transmission of the oil plus the transmission of the
windowscontaining the oil (Fig.3). Therefore the potas-

4h2 - 4h - 1+ (6h + 1)2/3=8 h sium bromide (KBr) window transmittance and reflec-
4h2 3 03-6) tance must be taken into account in determining the

extinctioncoefficient.

In experimental conditions, T**is not likely to approach The oil transmittance is shown as a function of
° zero, it may be closer to T1. An analysis of T.o ---->T1 is wavelength in Fig. 4 and the window's transmittance is

given in Appendix B. It was found that the constant shown as a functions of wavenumbers in Fig. 5. From
temperatureapproximation is still valid. The limit on the this data, the extinction coefficient was calculated ac-

' error in making the approximation was <8h/3. Since h cording to Eq. (A-25). It is shown in appendix A that the
encountered in the experiments is 0.004 to 0.0004, the extinction coefficient needed for the spectral emittance
constant temperature approximation is valid. Figure 2 can be expressed as,



100 tim × 12.5 cm

_ln{-b_+_l 150 _tm× 23.5 cm2a ] 200 _tmx 23.5 cm
(A-15) 300 _tmx 18.75 cm ,

Ixk d

With these conditions, the temperature drop is very
where, small, around 0.3 K. For this reason, carefully calibrated ,

lx2 ultrastable thermistors were used to measureTland T2.
a =T_.(rmw+ raw,tw2[1-2rmw]) (A-11) The thermistors are responsive to 0.01 K temperature

changes.The upper thermistor waslocated directlyabove
the slit in the plenum. The lower thermistor was located

b= X2w(1-raw)2(l- rmw)2 (A- 12) on an actuator probe which swung around horizontally
and travelled vertically to position the thermistor at the

2 2 coalescence point. The sink temperature does not need
c =-T_.(1-rawrmwX w) (A-13) the accuracy that the temperature drop needs; thus, to

measure the sink temperature, thermocouples were posi-

Ts. is the overall spectral transmission through the tioned on the wall of the vessel and their readings were
oil and the two windows, rawis the reflectance at the air- averaged to a single sink temperature. To measure the
window interface, rmwis the reflectance at the media- volumetric flow rate, Q, the pressure drop across a carl-
window interface (in this case the media is silicone oil), brated orifice in the oil supply line was measured. Q is
Xwis the internal spectral transmission of the windows calculated according to the equation
and d is the thickness of the media.

For the temperature range (300 to 400 K) where the Q = _ (19)
silicone oils can be used, eLbis negligiblefor _.< 2.5 _tm

and also for _.> 70 btm.Because of this € was calculated The orifice has been calibrated with Dow Coming
from a_.for the wavelength region 2.5 < _.< 70 _tm.The 705 silicone oil at a temperature of 358 K for which
extinction coefficient is plotted as a function of wave- y = 2.92 cm6/s2 Pa. The density and specific heat of the
length in Fig. 6. The hemispherical emittance was then oil is also needed to calculate the emittance. Best fit

calculated using Eqs. (1) to (4) for various temperatures equations were made using data from Dow Coming
and sheet thicknesses. The extinction coefficient has a (Ref. 9). These equations are,
maximum around 9 to 10 _tm.For 300 to 400 K, the

black body hemisphericalemissive poweris a maximum [ ]at 8 to 10 _tm.Since the extinctioncoefficient is a maxi- P = t1569- (1.625T)-1J kg/m3 (20)
mum in this wavelength region, the total hemispherical
emittance will be large for the 300 to 400 K temperature

region. Cp = [-9017.3 + 69.888T - .15274T2

Experimental Sheet Emittance + 1.1157x 10"4T3]j/kg K (21)A schematic of the test facility that was used is

shown in Fig. 5. It consists of a 30 cm inner diameter There are two ways to determine the length of the
stainless steel pipe 3.5 m long. The axis of the pipe is sheet. In Ref. 5, it was shown that in the case where
aligned with the gravity field. Vacuum conditions exist gravity can be neglected,
within the pipe with the pressure about 0.02 to 0.04 torr.
At these conditions, aerodynamicdrag on the sheet flow, fxxr,_
as well as heat transfer due to conduction and convec- L

tion, is negligible. Dow Coming 705 silicone oil is "W"= _'8" (22)

pumped up to a plenum above the slit. Within the pie- where We is the Weber number, the ratio of the dynamic
hum, vibrations and temperature fluctuationsare damped pressure to the surface tension pressure,
out. The design of the slit plate is shown in Fig. 6. The

fluid temperature was maintained at 373 K, while the pw2x° ,
sink temperature was maintained with a coolant at We- (23)
293 K. Four different slit plate sizes were tested: c

4



where Wois the velocity of the oil alongthe length of the The resulting experimental emittance using Eq. (13)
sheet. It can be found by dividing the volumetric flow along with theoretical emittance is shown in Fig. 9. The
rate by the initial width and thickness. The initial thick- emittanceof the oil in the 300 to 400 K region proved to

° ness is "toand _ is the surface tension. A best fit equation be quitehigh. The experimental emittance of the sheet is
of the surface tensionwas made from Dow Coming data between 0.74 and 0.85, depending on the sheet thickness
and is expressed as, and oil temperature. The emittance calculated from the

• transmittance data agreed closely with the experimental
values.At T = 373 K therewas a difference of 0.02 in the

= [.08614- 1.5379x 10T]N/m (24) emittancemeasured for the 100 lamsheet, a difference of
0.01 in the emittance measured for the 150 _tm and

The length can also be measured directly. The actuator 200 _tmsheet, and a difference of 0.015 in the emittance
probe that the lower thermistor is located on records the found for the 300 _m sheet. The experimental values
vertical position of the coalescence point, were slightly less than the theoretical values for all sheet

Measuring the small temperaturedrop proved to be thicknesses. As shown inFig. 9, the emittance increases
the most difficult part of the experiment. Although the with an increase in temperature and an increase in sheet
lower thermistor was located on an actuator probe and thickness. As the temperature increases the maximum
had some range of motion, it was difficult to position it black body hemisphericalspectralemissivepower moves
in the flow. Furthermore, at the coalescencepoint where to shorter wavelengths. The spectral emittance does not
the thermistor was located, the flow was often quite have a maximum at these shorter wavelengths, thus al-
erratic. Fortunately, it was evident when the thermistor thoughFig. 9 does not showthis effect, the overall hemi-
was no longer immersed in the flow because the tem- spherical emittance will eventually begin to decrease as
perature drop would increase considerably. This large the temperature increases.In the caseof e dependenceon
increase was due to the lower thermistor radiating to the sheet thickness, x, Eapproaches an asymptote as x -->,,o.
cold wall of the containing vessel instead of measuring
the temperature of the oil. If the experiment were to be
continued, an improved design for the measurement of Conclusion
the lower temperature would be implemented such as a
cup with a hole in the bottom that collects the oil, with The emittance of the thin liquid sheet in Fig. 1 was
the thermistor located beneath the hole. Thus, the ther- determined by two methods. The first method was to
mistor would alwaysbe in the flow. It was also a concern calculate it from transmittance data. The second method
that temperature fluctuations upstream of the slit plate used the measured temperature drop across the sheet to
might cause error, determineemittance.For purposesof computingthe emit-

An experimental investigation to measure the typical tance from the temperature drop, T1- T 2, the sheet was
fluctuations was also carded out. The thermistors re- treated as a constant temperature device. It was shown
sponse time is 1.5 seconds, thus, only the temperature that no significanterror in the emittanceresults from this
fluctuations with a period greater than 1.5 seconds could approximation.
be analyzed. Experiments were conducted where T1 From the analysis and results, several points can be
was measured at 1.5 second intervals. The average tem- made. It is evident that the liquid sheet functions well as
perature change in this interval was found to be 0.031 K a radiator. The experimental emittance of the sheet is
and the largest temperature change was found to be between 0.74 and 0.85, depending on the sheet thickness
0.054 K. Fluctuations of 0.05 K or greater occurred and oil temperature. A large emittance is needed for a
17 percent of the time. 0.05 K is large for our purposes, space radiator, making the liquid sheet an ideal choice.
however, if the period of the fluctuationsis much greater There was also close agreement in the emittance value
thanthe flow time (the time it takes a particle to tranverse betweenthe theoreticaland experimentalmethod. A con-
the sheet or L/wo), then the temperature fluctuation's cern in the beginning of the experimentwas that measur-
effect on AT will not be significant. The flow time was ing the small temperaturedrop wouldprove toodifficult.

• measured and found to be 1.54 msec. Since the fluctua- Getting a very accurate measurement was necessaryand
tions within the system are most likely generated from temperature fluctuations in the oil could easily cause an
the heaters cycling on and off, the fluctuations most incorrect measurement.By using thermistors with accu-

, likely have periods much greater than 1.54 msec. Thus, racies of 0.01 K, the measurement was sufficiently accu-
it was assumed that temperature fluctuations will not rate. To eliminatetemperature (and velocity)fluctuations
affect the temperature drop due to radiation, the oil flows into a large plenum before passing through
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Appendix A----ExtinctionCoefficientDerivation

At each interface in Fig. A-l, equations canbe writ- ,1,3_2(1_rl)(,_r2)(l_r3)(l_rn)
* ten for the energy flux (the incident radiation, qi, and the T= 12\[ 7\ TI 2r1\l T.r1\

outgoing radiation, qo, for each side of the interface.) t'-r'r2_W-V4_)-_tr2 +r'_t'-2r2J> +r4_t'-:r'S)
The primed variables refer to the radiation on the right

side of the interfaces of Fig. A-1 and the unprimed (A-8)
variables refer to the radiation on the left side of the

interfaces of Fig. A-1. The general form of the four Because rI = r4, r2 = r3 and Zl = z3, Eq. (A-8) can be
equations for interfaces b = 1, 2, 3 and 4 is simplified. If rl = r4 = raw(reflectance at air-window

interface), r2 = r3 = maw(reflectance at media-window
qob = rbq_b+ (1- rb)qib (A- 1) interface), and x1 = x3 = "tw(internal transmission of

window),then

qob = rbqib+ (1- rb)qi'b (A - 2) 2 2

T=   w0-raw)0-rmw)
qib ='tb_lqob_l (except qil = 1) (A-3) (1_ rawrmw,C2)2 _,c2(rmw + raw,Cw[l_ 2rmw])2 2

q_b= 'tbqob+l (except q_4= 0) (A - 4) (A - 9)

where x2 has been replaced by "t(transmissionof media)where q is the energyflux, or the energy perunit area per
inEq. (A-8). Equation (A-9) is a quadratic equation for tunit time, 'tlis the transmission of window I, 't2 is the
as a function of T, maw,rawand xw,transmission of the media, z3is the transmission of win-

dow II, rl and r4 are the reflectances at the air-window

interfaces,and r2and r3are the reflectancesat the media_ ,c2T(rmw+ raw,C2w[1_ 2rrnw])2+ X,C2w(1_ raw) (1_rmw)2 2window interfaces.

These four flux equations are used to write energy

balances for each of the four interfaces. The sixteen -T 1- rawrmwXw = 0 (A- 10)resulting equations can be written as a system of equa-l
tions, qo4= T where T is the total transmission through
the media to be tested and through the plates (windows) Thus,
in which the media is contained. Algebraic manipula-
tions show that, 2 2a= (rmw

r4 -' = r4 T (A-5)
qo4 = 1-_ r4 qo4 1-r4 = _ raw)0-r w)b

The systemof equationsis then solvedfor qo4and yields,

"'1'3_2(' - 'l)(' - '2)(1- r3) c = -T(1 - rawrmw't2)2 (A-13)

q°4= (1- r4r2'_; )(1-r3r4'c: )-'t:(r2 + rl't; [1- 2r2])(r3 + r4't_ [1-2r 3 ]) -b +-_-4ae
= (A - 14)2a

• (A-6)
Since, xT.= e-ad, then the extinction coefficient can be

Since, written

• qo4 = r4 T (A-7)

 -r4
-In -b + .

2a J
the transmission is solved for using Eqs. (A-6) and ctx = (A-15)
(A-7). This yields, d



To solve for the extinction coefficient, the transmission a = T_.ro2..., (A 18)
of the window, 'tw, must also be calculated. It can be

vv _tvv

calculated using Eq. (A-8) illustrated above except in
this case there are only two interfacesand the window is b = (1- raw)2 (A - 19) ,
the new "media".
It can be seen that, rl = r4 = 0, r2= r3 = reflectance at air- and
media interface, 1;1= "C3= 1 and x = transmission of
window. The equation for the transmission of the win- c = -T w. (A - 20) '

dow becomes, The internal transmission of the window is written then
as

 0-r2)(1-r3)
raw;'- + 4Twraw

'tw - 2"1"-2'w'aw (A- 21)Therefore, since r2= r3= raw,

The internal transmission of the window as a function of
2 2 2

+ X(1- raw) -Tw=0 (A- 17)"cTwraw wavelength is used in Eqs. (A-14) and (A-15) and the
extinction coefficient of the oil is then calculated and

and used to find the spectral emittance.

WindowI Media WindowII

, ! ,
qol q'il q'o3d,

X',,,,, f / /
_ q'i4

qil _ q,3" _ J
_ q'i3

q'ol

qi2 q'o2 J %
qo3 qoz

\
7

q'i2 /

qi4

® @ @ ®
t

FigureA-1.--Energyfluxofabsorbingmediabetween
transmittingwindows.

10



Appendix B--Limit CalculationsforSheetTemperatureDrop

Inthe limitof lowbackgroundtemperature(T**---)0), While the low sink temperature limit is appropriate
the energy equation no longer has the solution (7). In- for space applications, typical experimental conditions
stead, we must solve the modified energy equation: may have sink temperatures relatively close to the fluid

temperature (suchas the room temperature,for example).

_ = -2hT1--3d2 (B- 1) It has been found numerically that the percent error due
to the constant temperature approximation has a mini-
mum at T.. = 0 andincreases slightlywith increasingT_.

which has the explicit solution: Thus it is desirableto verify that this percent error never
exceeds the limit of 8h/3 regardless of the sink tempera-

T = -(6h_ + 1)-113 03- 2) ture. This can be done byconsidering the limit T**--) TI.
T! Two new parameters, _ and X, are defined in the

The solution Eq. 03-2) can be substituted directly into following way:
the power balance Eq. (11). This yields:

T 1-_, T l-x, for _ ---)0,X ---)0 03-8)

lim A---T-T=2(6h_+l)-4/3(1-2)d2= _1 T1 Yl
Y--o0hT1 18h2

In the constant temperature approximation, _ = 0 and
Eq. 03-8) canbe substituted into Eq. (11) to obtain:

E ]x (6h + 1)u"-4/3- u-113du (B- 3) AT
Ol lira -- = 1- (1- X)4 --_4X (B - 9)

"r_T_hT1
The integration of Eq. 03-3) is straightforward and re-
sults in Beinginterested only in limits, Xis taken to be arbitrarily

small and terms of higher than first order are neglected.
The "exact" solution is found from the energy Eq. (12),

lim A___TT= 4h + 1- (6h + 1)2/3 03--4) which becomes:
T**_._}ohT I 4h 2

Since the range of h is 0.0004 to 0.004, or h<<l, the dTIT 1 d_ _
temperature drop is found to be: (l - _)4 _ (I - X)4 --->4(_)- X) .2h d_ (B - I0)

lira _ = 4h + i - (6h + I)2/3= l 03- 5) Thisequation has a closed-form solution, namely:
T**_,0 hT 1 4h 2

,=X(1-e -8hI) (B-11)
The relative error in ATresulting from the constant tem-
perature assumption (that is, AT = hT1) was found nu-
merically to be proportional to h. In the limit: SubstitutingEqs. 03-11) into (11) and eliminating higher

order terms yields:

lim (AT)appr°x- (AT)exact

T---}° (AT)appr°x lim A...._T= 2 (1 - ,)4 _ (1 - X) 4 [1 - []d[ ----)2
T_T! hT1 a0"

, = 4h2 - 4h - 1+ (6h +1)2/3= 8 h (B- 6)

4h2 3 i_4[__ + X][1- g]dg = 8X;_e_8h[[1_ g]dgAs h increases, this ratio decreases asymptotically to
zero, so the following inequality holds:

= X
(AT)approx- (AT)exact 8h 8h218h_l + e_8h] 03-12)lim <-- (B-7)

T**__o (AT)approx 3
t l

11



CombiningEqs. (B-9) and (B-12), the limit on the error
in making the constant temperature approximation is lim (AT)approx- (AT)exact < 8h (B-14)
determinedby: To_____T1 (AT)approx 3

lim (AT)approx - (AT)exact_ 32h2 - 8h+1- e-8h =-h8 Therefore, the results of Eqs. (B-7) and (B-14) hold for
Too__T1 (AT)approx 32h 2 3 any T.o -<T1.

(B-13)

As h increases, this ratio also decreases asymptotically
to zero, so there is an upper bound equivalent to
Eq. (B-7); that is,

12
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